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FREQUENCY IN HERTZ
NOTES:
. MEASUREMENTS MADE USING 27,9mm (1. 100") X |, 4mm (.053") [D+10,2mm(.400")x |,8mm(.070") ID
+ 23, lmmC.200") x 3, 0mm(. 118") [D TUBE CONNECTED TO 2CC COUPLER (T1278 AND B & K DBOI38)
2. SENSITIVITY
FREQUENCY MIN. AX.
200 103.0 109.0
400 .- [10.5
450 105.0 .-
100 .- [15.0
800 109.0 .-
1000-1500 120.0 126.0
1500-2000 [13.0 [19.0
2000-2600 120.0 126.0
2700-3300 [12.0 [18.0
3200-3800 [19.0 [25.0
3. RESPONSE, IMPEDANCE, AND DISTORTION MEASUREMENTS MADE USING THE ELECTRICAL TEST CONDITIONS SHOWN BELOW.
4. ELECTRICAL SOURCE IMPEDANCE MUST BE GREATER THAN 20 TIMES [KHz IMPEDANCE FOR TEST CONDITIONS BELOW.
5. INDIVIDUAL SPECIFICATIONS.
IMPEDANCE DCR ELECTRICAL TEST
PORT | OHMS =+15% | @pg°c | DISTORTION CONDITIONS
LOCATION OHMS MAYX . FREQ AC DC
iz 5000z | 0y | Ty Hi | mA RMS | mA
[2S 2360 945 500 [0 500 0.55 0.78
6. NHS LASER (SUFFIX REQUIREMENTS): SPECIAL LASER MARKING FOR NHS WIRES.
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