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UNUSED TERMINAL SOLDER BUILDUP
USED AS OPTIONAL VENT
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NOTES: FREQUENCY IN HERTZ
|, MEASUREMENTS MADE USING 8mm (.315") X Imm (.039") 1D + 28mm (1.10") X I.5mm (.059") ID
AR HOOK SIMULATOR INTO 25mm (.984") OF 2mm (.079") ID TUBE + I8mm (.709") OF

3m (L 118") 1D TUBE + 2cm’ CAVITY (AS I1EC 60318-5)
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3. RESPONSE, [IMPEDANCE,

4. ELECTRICAL SOURCE IMPEDANCE MUST BE GREATER THAN 20 TIMES IKHz

5. UNIT TESTED WITH VENT HOLE SEALED.
6. INDIVIDUAL SPECIFICATIONS.

(T-2607 AND B & K DBO138).

AND DISTORTION MEASUREMENTS MADE USING THE ELECTRICAL TEST CONDITIONS SHOWN BELOW.

IMPEDANCE FOR TEST CONDITIONS SHOWN BELOW.

IMPEDANCE DCR ELECTRICAL TEST
PORT | OHMS +15% | e¢cc | DISTORTION CONDITIONS
LOCATION OHMS
p MAX . FREQ AC DC
[ KHz 500Hz | £10% y H WA RMS A
1295 235 123 48.5 [0 500 .60 0.00
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