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NOTES: FREQUENCY IN HERTZ
. MEASUREMENTS MADE USING 10mm (.394") OF Imm (.039") ID TUBE CONNECTED TO A SIMULATED
ANST S3.7 TYPE HA-3 COUPLER. (IEC 60318-5)
2. ELECTRICAL SIGNAL (SEE #5 BELOW).
VDC = 1
(N
CONSTANT AC BLOCKING CAPACITOR
mV RMS (0.1 uF NOMINAL)
3. SENSTTIVITY
FREQUENCY MIN MAX
200 98.5 1045
400 99.0 105.0
1000 98.0 104.0
2200-3000 103.0 109.0
4900-5900 - 99.0
<5400 92.0 -
4. RESPONSE AND DISTORTION MEASUREMENTS MADE USING THE ELECTRICAL TEST CONDITIONS SHOWN BELOW.
5. INDIVIDUAL SPECIFICATIONS.
MAX. DC ELECTRICAL TEST
PORT  SUPPLY CURRENT, mo D!STORTION CONDITIONS
LOCATION VDC= VDC= MAX . FREQ | CONSTANT VDC
.3 .5 % Hz AC mV RMS
[2C 0.375 0.575 5 800 25 .3
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CRITERIA, CORRELATION OF TEST EQUIPMENT WITH KNOWLES IS ALSO REQUIRED FOR
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