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FREQUENCY IN HERTZ
SENSITIVITY DEVICE CONFORMITY
FREQUENCY MIN. NOM. MAX. RANGE OF DEVIATION FROM |KHz
SENSITIVITY DEVICE CONFORMITY
FREQUENCY MIN. NOM. MAX . RANGE OF DEVIATION FROM | KHz
100 - 510 - -2.0 +2.0
1000 -54.0 510 -48 .0 0.0 0.0
4000 - -53.0 - -5.0 +1.0
OUTPUT
NOTES:
CASE CONNECTED TO NEGATIVE TERMINAL.
2. MICROPHONE TO BE FUNCTIONAL WITH 10 VDC SUPPLY.
3. SENSITIVITY VALUES INDICATED ON THIS SPECIFICATION ARE
VALID AT 50% HUMIDITY.
4. PRESSURE DIFFERENCE SENSITIVITY TESTED WITH REAR SOUND
PORT SEALED TO AIR VOLUME OF AT LEAST 0.5 CC.
5. MICROPHONE WILL SURVIVE SUBMERSION IN 3M OF WATER.
6. CAPACITANCE MEASUREMENT MADE WITH BOONTON MODEL 7200 OR EQUIVALENT WITH
APPLIED AC VOLTAGE OF 15 mVOLTS AT | MHz AND 0 VDC. INCLUDES CIRCUIT
CAPACITANCE IN PARALLEL WITH CAPACITOR.
DC AMPLIFIER OUTPUT IMPEDANCE OHMS CAPACITANCE 504
SUPPLY CURRENT DRAIN MIN. NOM. MAX. ONUETGPAUTT\ VTE0 OPUOTSP\UTT\ VTEo NPE%SAT\TVOE
I3V S50uA MAX. 2800 4400 6800 N/A N/A N/A
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